Enter your name and UIN at the top of the first page of your work paper.

In ECE 110, there are several ways students will submit assessments, each providing pros and cons from an educational perspective. PrairieLearn is great to allow students to gain practice with large numbers of problems. Since these problems are auto-graded, they allow the instructor to put more time into developing good problems and less time into grading while also providing the student with immediate feedback. Since the student’s handwritten solution is not collected for grading, the student can also work more quickly on these problems without concern for penmanship or clarity of the problem-solving process. This last point is also exactly why PrairieLearn can’t be the only assessment. Engineers need to not only be able to solve technical problems, they need to be able to communicate those solutions to other engineers and the public at large. When you apply for an internship, a permanent job, or graduate school, the recruiter will ask about your ability to communicate in both oral and written formats. ECE 110 will assist in building your oral communication skills through regular video submissions created individually by each student. ECE110 will also help develop your written communication skills through written (submitted via GradeScope) lab write-ups, homework, and other assessments.

Show your written solution to the problems below (which are similar to the last two problems from the corresponding PrairieLearn assignment). You must show all your work and the work must be your own (do not collaborate, copy, or share your solution with other students). The graders will expect to see:

- The problem re-written, including any circuit schematic, etc., with parts, polarities, etc. labeled as needed for clarity in the solution in your own handwriting.
- A solution that defines the steps and is easy to follow.
- An answer with no clear work shown will receive no credit!
1.

\[ R_1 = 9 \, \Omega \]
\[ R_2 = 4 \, \Omega \]
\[ V_S = 8 \, V \]

What value of \( R \) will result in \( V_o = 2 \, V \)?

\[ R = \text{number (rtol=0.01, atol=1e-05)} \, \Omega \]
**KVL Loop 1:**
\[ 8V - V_{R_1} - 2V = 0 \]
\[ V_{R_1} = 6V \]
\[ I_{R_1} = \frac{V_{R_1}}{R_1} = \frac{6V}{4\Omega} = \frac{3}{2} A \]
\[ I_{R_1} = 0.667 A \]

**Ohm's Law for R_2:**
\[ I_{R_2} = \frac{V_{R_2}}{R_2} = \frac{2V}{4\Omega} \]
\[ I_{R_2} = \frac{1}{2} A \]
\[ I_{R_2} = 0.5 A \]

**KCL Node 1:**
\[ I_{R_1} = I_{R_2} + I_{R_3} \]
\[ I_{R_3} = I_{R_1} - I_{R_2} \]
\[ I_{R_3} = 0.667 A - 0.5 A \]
\[ I_{R_3} = 0.167 A \]
\[ I_{R_3} = \frac{1}{6} A \]

**Correct Answer:**
\[ R = 12 \Omega \]
If $I_1 = 500 \text{ mA}$, $R_2 = 4 \text{ kΩ}$, $R_3 = 7 \text{ kΩ}$, and $I_4 = 280 \text{ mA}$, find the currents through $R_2$ and $R_3$.

$I_2 = \text{number (rtol=0.01, atol=1e-05)}$ mA

$I_3 = \text{number (rtol=0.01, atol=1e-05)}$ mA

Note that $I_1$ and $I_4$ are parallel and, due to KCL, can be replaced by equivalent source $I_{eq} = I_1 - I_4 = 220 \text{ mA}$.

This forms a current divider circuit:

$I_2 = I_{eq} \cdot \frac{R_3}{R_2 + R_3} = 220 \text{ mA} \cdot \frac{7 \text{ kΩ}}{4 \text{ kΩ} + 7 \text{ kΩ}}$

$I_2 = 220 \text{ mA} \cdot \frac{7 \text{ kΩ}}{11 \text{ kΩ}} = \frac{220 \text{ mA} \cdot 7}{11} = 140 \text{ mA}$

$\text{KCL: } I_3 = I_{eq} - I_2$

$I_3 = 220 \text{ mA} - 140 \text{ mA} = 80 \text{ mA}$